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EXPLANATORY NOTES 
 
Corrections to Charts and Publications The Notices in section I provide information on new Indian Charts and 
Publications where as section II and III contains information for correcting the charts and publications. Mariners should 
insist on corrected charts from their chart distributers/agents.  
(a) Geographical positions given are in the horizontal datum of the current edition of the chart, unless otherwise stated. 
(b) Bearings are True, reckoned clockwise from 000o to 3590. Bearing to lights are from seaward.  
(c) Symbols referred to are those shown on the chart INT 1 (5020). 
(d) Alterations to depth contours, deletion of depths to make way for new detail, etc; are not normally mentioned, unless 
they have some navigational  significance. 
(e) Blocks and notes, if any, accompanying the Notices in Sections II and III are placed after Section X. 

Temporary and Preliminary Notices These are indicated by (T) and (P) after the Notice number, and are placed in 
Section III. A Sl Nos. of those in force published quarterly on 1st  Jan, 01 Apr, 01 Jul and 01 Oct, and their text are pub-
lished in Annual Edition of Indian Notices to Mariners. These corrections are not inserted on the charts before they are 
issued to the users. They should be inserted in pencil, by the user, on receipt. 
 
Source of Information A star adjacent to the number of a Notice indicates that the notice is based on original source of 
information. 
 
Sailing Directions Corrections for the Sailing Directions are given in Section VI. A summary of corrections in force 
will be issued in Section VI of the Edition dated 1st January, 1st April, 1st July and 1st October. 
 
Lights Corrections to Light List is given in Section VII, where affected Light List number is quoted. 
(a) these corrections should be incorporated as per instructions given on page 11 of the list of Lights. 
(b) Such correction notices to light of list may be published in either an earlier or a later Edition of N to M than the Edi-
tion containing the Notice to the chart correction. 
(c) the range of a light given is its nominal range. Its geographical range is given in parenthesis only, if it is less than the 
nominal range. 
 
Radio Signals The corrections in Section VIII should be cut and pasted in the appropriate volumes of the List  
of Radio Signals. 

Radio Navigational Warnings  (a) These are broadcast as serially numbered NAVAREA warnings by the concerned 
NAVAREA coordinator through GMDSS and Area Radio Broadcasts. 
(b) They contain important information affecting navigational safety, which cannot await the publication of the next edi-
tion of N to M. 
(c) It should be borne in mind that they may be based on reports which can not always be  verified before promulgation. 
(d) It is therefore necessary to be selective, and promulgate only the  more important warnings to avoid over loading 
users; the less important information should be included in the forthcoming edition of N to M or the Chart/publication 
concerned. 
 
Laws and Regulations While in the interest of the safety of shipping, the Hydrographic Office makes every endeavour 
to include in its publications details of the laws and regulations of all countries pertaining to navigation, it must be 
clearly understood: - 

(a) that no liability whatsoever can be accepted for failure to publish  details of any    particular law  or  
regulation, and 

(b) that publication of details of a law or regulation is solely for the safety and convenience of  
shipping and implies no recognition of the International validity of the law or regulation. 

Correction of Charts and Publications by the users Notices to Mariners contain important information concerning 
safety of navigation at sea, hence, they should be used to keep the specified Charts and publications up to date. 
 
Reliance on Charts and Associated Publications While every effort is made by the Hydrographic Office to ensure the 
accuracy of the information on Charts and Publications before they are published, it should be appreciated that it may 
not always be complete and up-to-date. The mariner must be the final judge for the reliance he can place on the informa-
tion available, bearing in mind his particular circumstances, local pilotage guidance and judicious use of available 
navigational aids.  
  



  

 

3 

 

Use of Global Positioning System (WGS 84) positions  
(a) The positions of Hydrographic objects shown on Indian charts and publications are in Everest datum. However, the 
positions of vessels obtained from Global Positioning System (GPS) are on World Geodetic System 1984 datum. There 
will always exist a difference in the position values obtained by visual fixing (Everest Datum) and GPS position (WGS 
84 datum). 
(b) Where ever these differences have been ascertained, their average values are published as a cautionary Note on the 
chart concerned, as shifts in Latitude and Longitude values whilst plotting GPS positions on charts, the shift values as 
given on the chart must be applied, before making any assessment of the navigational situation vis-à-vis the other 
charted information. 
(c) These datum shift values are not uniform, particularly in areas off Andaman & Nicobar  and Lakshadweep Islands, as 
these places are not linked to mainland network ( Everest datum). Mariners are advised to use alternate source of posi-
tion information such as Visual or Radar, particularly when closing the shore or navigating in the vicinity of danger.   
 
Source Data on Charts  All Indian charts contain specific information on their source of hydrographic data. In areas 
where the source data is very old, incomplete and less reliable, the mariner must use such Charts with prudence. Mariner 
should always use the largest scale charts available for the area. Apart from being the   most detailed, the larger scale 
charts are usually corrected first.  
 

Hydrographic information may be sparse on small scale charts. On such charts, a charted shoal may be in error 
as regards position, least depth and extent. Uncharted dangers may also exist, particularly in areas away from well-
established routes. Mariners must exercise due caution. 
 
Further Guidance The Mariner’s Hand Book (NP 100) gives full explanation on the use of charts and the type of in-
formation contained on charts. In their own interest, all users of charts should refer to it. 



4 
 

SECTION – I 
 

List of charts affected by 
the Notices 220 to 240  contained in this Edition 

 
 

INDIAN H.O. 
Chart No. 

Folio 
No. 

Notice No. 

   
21 2 232(T) 
22 3 232(T) 
23 4 226 
31 5 227, 239(T) 
32 (INT 754) 5 226 
33 5 226 
203 (INT 7319) 2 231(T) 
207 2 233(T) 
211 3 224, 234(T) 
216 3 237(T), 238(T) 
217 3 236(T), 238(T) 
253 (INT 7328) 2 233(T) 
254 2 233(T) 
255 (INT 7334) 3 234(T) 
258 (INT 7348) 3 236(T), 238(T) 
263 4 226 
264 4 226 
292 (INT 7021) 2 232(T), 233(T), 

234(T) 
352 (INT 7416) 5 239(T) 
353 (INT 7413) 5 239(T) 
361 7 228 
2002 (INT 7351) 3 236(T) 
2004 3 235(T) 
2015 (INT 7337) 3 225, 234(T) 
2016 (INT 7336) 3 224, 234(T) 
2024 3 237(T) 
2031 2 230(T) 
2052 (INT 7350) 3 236(T) 
2060 2 231(T) 
2068 2 230(T), 231(T) 
2073 3 238(T) 
3021 7 228 
4006 6 240(T) 
4012 6 240(T) 
7705 (INT 705) 1 232(T) 
7706 (INT 706) 1 227 

ADMIRALTY Chart 
No. 

Folio 
No. 

Notice No. 

   
724 36 220  
742 (INT 7741) 36 220 
1223 40 222 
2851 40 223 
2950 32 221 
3519 40 223 
3785 40 223 
4037 45 229 

                                                



 5 
 

SECTION – II: PERMANENT NOTICES. 
  

 

220 (11/04) INDIAN OCEAN – Seychelles – Praslin – Grand’ Anse – Beacon. Light-beacon. Light. Legend. 

Light List Vol D, 6861.1 
Source: BA Notice 2035/04. 
(HJ/932/44) 
BA Chart 724 (plan I, Grand’ Anse)  [New Edition] 
Substitute  (6) for  F.R (6) 

(a)          4° 19'.94S., 55° 43'.23E.     

BA Chart 742 (INT 7741) [previous update 401/00] 
Substitute  for  F.R                4° 19'.94S., 55° 43'.23E.     
Amend legend to, 028°, centred on:                4° 23'.1S., 55° 41'.5E.     

 
R R 

221 (11/04) SOMALIA – Bosasso Northwards – Wreck. Depth. 

Source: BA Notice 1947/04. 
(HJ/1033/10) 
BA Chart 2950 (plan, Bosasso (Bandar Cassim) ) [previous update 178/02] 
Insert  PA (a)          11° 18'.17N., 49° 10'.83E.     

Delete depth 81, close W of:                (a) above 
 

 

222 (11/04) KUWAIT – Mina az Zawr – Ra’s az Zawr Eastwards – Manifold. Buoy. 
 

Source: BA Notice 1932/04. 
(HJ/1133/81) 
BA Chart 1223 (plan C, Mina az Zawr) [previous update 78/04] 
Substitute 

  Manifold (4 buoys) for  (4 buoys)                28° 44'.93N., 48° 26'.02E.     
164 

 

223 (11/04) OMAN – Masirah, East Coast – Ra’s Himari Eastwards – Depths. 

Source: BA Notice 1982/04. 
(HJ/1132/01) 
BA Chart 2851  [previous update 127/04] 
Insert depth 98 enclosed by 100m contour                20° 18'.40N., 58° 56'.25E.     
BA Chart 3519  [previous update 322/01] 
Insert depth 98  

 
 (a)        20° 18'.40N., 58° 56'.25E. 
  (b)        20° 19'.20N., 58° 57'.05E.    

 approximate 100m contour to enclose (a) and (b) 
above   

 

Delete depth 404, close SE of:               (a) above 
BA Chart 3785  [previous update 260/03] 
Insert depth 98 enclosed by 100m contour                20° 18'.40N., 58° 56'.25E.     
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*224 (11/04) INDIA – West Coast – Satpati to Murud Janjira – Wreck Buoy. 

Source: DLL, Mumbai 
(HJ/1030/87) 
Chart 211  [previous update 185/04] 
Amend 

 Q Fl to  Q Fl G              18° 51'.44N., 72° 41'.23E.     

Chart 2016  [previous update 205/04] 
Amend 

 Q Fl to  Q Fl G              18° 51'.44N., 72° 41'.23E.     
G 

 

*225 (11/04) INDIA – West Coast – Port of Mumbai – Off TS Jawahar. Legend. 
Source: HQWNC  
(HJ/1030/87) 
Chart 2015  [ previous update 185/04]  
Amend Legend Nigger’s Head 

to read as: Cursetji Rocks 
Centered on: 

             18° 53'.81N., 72° 49'.68E. 
              
 

Chart 2016  [ previous update 205/04] 
Amend Legend Nigger’s Head 

to read as: Cursetji Rocks 
Centered on: 

             18° 53'.90N., 72° 50'.00E. 
 

 

226 (11/04) SRILANKA – West Coast – Colombo and Approaches –Depths. Less water. Note. Restricted 
areas. 

Source: BA Notice 1821/04. 
(HJ/930/70) 
Chart 23 [previous update 212/04] 
Insert depth 148 and extend 20m contour N to enclose              7° 17'.00N., 79° 38'.60E.     
Chart 32 [previous update 212/04] 
Insert depth 148 and extend 20m contour N to enclose              7° 16'.89N., 79° 38'.69E.     
Chart 33 [previous update 438/03] 
Insert depth 148 and extend 20m contour N to enclose              7° 16'.89N., 79° 38'.69E.     
Chart 263 [previous update 212/04] 
Insert legend, Less water reported, between:              6° 33'.00N., 79° 54'.50E.     
               6° 27'.00N., 79° 55'.70E.     
Chart 264 [previous update 212/04] 
Insert legend, Less water reported, between:              6° 33'.00N., 79° 54'.50E.     
               6° 27'.00N., 79° 55'.70E.     
Delete note, RESTRICTED AREAS, centred on:              6° 33'.00N., 80° 45'.70E.     
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*227 (11/04) INDIAN OCEAN – Bay of Bengal – Off  Paradeep – Wreck. 
Source: Navarea VIII 240/04 
(HJ/1029/90.) 
Chart 31   [ previous update 437/03] 
Insert                19° '18.0N., 89°34'.0E. 
Chart 7706 (INT 706)  [ previous update 90/04] 
Insert                19° '18.0N., 89°34'.0E. 

 

*228 (11/04) BAY OF BENGAL – Coasts of Bangladesh and Burma – South Hatia Island to Naaf River –Off 
Chittagong Wreck. 

Source: UKHO 
(HJ/1128/28.) 
Chart 361   [ previous update 472/02] 
Insert                22° '08.95N., 91°37'.94E. 
Chart 3021  [ previous update 456/02] 
Insert                22° '08.95N., 91°37'.94E. 

 

229 (11/04) SINGAPORE – Keppel Harbour – Brani Terminal – Berth B5 – Depth.  

Source: BA Notice 2034/04. 
(HJ/927/16) 
BA Chart 4037  [previous update 162/04] 
Amend alongside depth to, 14.3 (2004), centred on:              1° 15'.839N., 103° 50'.085E.     
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SECTION – III: TEMPORARY AND PRELIMINARY NOTICES 
 
*230 (T) (11/04) INDIA – West Coast – Gulf of  Kachchh – Buoy. 
Source: Navarea VIII 294/04 
(HJ/1131/21) 
1. Refer INM 05 of  2004 

Mithapur Buoy (22° 24'.7N., 68° 51'.8E.) working normal.  
2. Ranwara Buoy (22° 39'.2N., 69° 19'.8E.)  working normal. 
Charts affected: 2031 – 2068 
 
*231 (T) (11/04) ARABIAN SEA – India – Gulf of Kachchh – Lighterage operations. 
Source: SCI, Mumbai 
(HJ/1131/20) 
1. Due to the onset of the Southwest monsoon in the Arabian Sea, STS crude lighterage operations at LPO 

Mumbai/Bombay High oilfields are being ceased from 22 may 2004. 
2. The operation will be carried out at LPO Vadinar during the ensuing SW monsoon season. 
3. The location of the lighterage area at LPO Vadinar with in an area bounded by 
  22° 34'.5N., 69° 38'.0E. 
  22° 33'.1N., 69° 38'.0E. 
  22° 30'.0N., 69° 37'.3E. 
  22° 30'.0N., 69° 36'.0E. 
  22° 33'.2N., 69° 36'.0E. 
4. All tankers at LPO Vadinar would maintain VHF watch on channel 12. 
5. Former INM 412(P)/03 is cancelled. 
Charts affected: 203 (INT 7319) – 2060 – 2068 
 
*232 (T) (11/04) INDIA – West Coast – Arabian Sea – Seismic Survey. 
Source: Navarea VIII 342/04 
(HJ/1030/89) 
1. Seismic survey is in progress by R/V Sagar Sandhani from 01 Jun 04 to 30 Jun 04 in area bounded by: 
  18° 18'.0N., 70° 06'.0E. 
  18° 45'.0N., 69° 54'.0E. 
  18° 53'.0N., 70° 18'.0E. 
  18° 26'.0N., 70° 29'.0E. 
2. Vessel is towing two seismic cables 6,500 metres long each with tail end buoys flashing green and yellow 

lights. 
3. All vessels transiting in this area are requested to exercise caution and give wide berth atleast 05 NM. 
4. Former INM 378(T)/03, 173(T)/04 is cancelled. 
Charts affected: 21 – 22 – 292 INT 7021) – 7705 (INT 705) 
 
 
*233 (T) (11/04) INDIA – West Coast – Approaches to Gulf of Khambat – Buoyage. 

Source: Navarea VIII 288/04 
(HJ/1030/08) 
1. Lateral green channel marking buoy (20° 36.’6N., 71° 58’.5E.)  reported not in position. 
2. No.7 East cardinal buoy (20° 57.’7N., 72° 07’.8E.)  reported adrift. 
3. Mariners to exercise caution. 
Charts affected: 207 – 253 – 254 – 292  
 
 
 
 
 
 
 
 
 



 9 
 

 

*234 (T) (11/04) INDIA – West Coast – Port of Mumbai – Prongs Reef – Buoys. 

Source: Mumbai Port Trust 
(HJ/1030/87) 
1. The Prongs reef buoys(SE), south west prongs reef buoy and south entrance buoys have been repaired and Lit 

and are under observations.  
2. The temporary buoy placed in position (18°51'. 4N.,   72°48'.9E) will remain placed during the observations 

period. 
3. All mariners are warned to exercise cautions when navigating through the area. 
4. Former INM 329(T)/03 and 357(T)/03 is cancelled. 
Charts affected: 2015 – 2016 – 211 – 255 – 292 

 

*235 (T) (11/04) INDIA – West Coast – Cochin Harbour – Kochi (Cochin) Entrance Channel – Buoyage. 

Source: Navarea VIII 287/04 
(HJ/930/93) 
1. Kochi (Cochin) channel buoy No.2 (09o 57’.9N., 76o 10’.6 E) and buoy No.3 (09o 57’.8N., 76o 11’.4 E) 

reported missing.  
2. Buoy No. 7 (09o 57’.9N., 76o 13’.2 E) reported unlit. 
3. Mariners to exercise to caution while entering channel. 
Charts affected: 2004  

*236 (T) (11/04) INDIA – West Coast – Ports of New Mangalore and Mangalore – Intimation. 

Source: Port officer, Old Mangalore port 
(HJ/1030/25) 
1. Mangalore (Old) Port will officially be closed for monsoon with effect from 15-05-2004. The buoy marked at 

the Bar and Channel and the Bar light will be withdrawn. 
2. Mariners and operators of all vessels are hereby cautioned. 
3. The vessels entering/leaving the old Mangalore port after the above date will do so at their own risk. 
4. The Port will  re- open on 16 Sept. 2004. 
Charts affected: 217 – 258 (INT 7348) – 2002 (INT 7351) – 2052 (INT 7350)   
 
*237 (T) (11/04) INDIA – West Coast – Honavar Port – Intimation. 
Source: Honavar Port Trust 
(HJ/1030/45) 
1. Honavar Port is closed for monsoon w.e.f 16 May 2004. Port will reopen on 16 Sept 2004. 
2. All mariners are advised to take caution for above warning. 
Charts affected: 216 – 2024 
 
*238 (T) (11/04) INDIA – West Coast – Bhatkal, Malpe – Intimation 
Source: Kundapura Port (Gangolli) Trust 
(HJ/1030/35) 
1. Kundapura Port will officially be closed for monsoon with effect from 16 May 2004. The solar lighted buoy 
 marked at the bar and channel will be withdrawn. 
2. All mariners and operators of all vessels are hereby cautioned to note the above warning. 
3. The vessel entering/leaving the Kundapura Port after the above date will do so at their own risk 
4. The port will reopen on 16 Sep 2004. 

Charts affected: 216 – 217 – 258 (INT 7348) – 2073 
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*239 (T) (11/04) INDIA –  East Coast –Bay of  Bengal – Seismic Survey. 

Source: Navarea VIII 325/04) 
(HJ/1029/94) 
1. 
 
 
 
 
 

Seismic survey is in progress by CGG Amadeus from 21 May to 21 Jun 04 in area bounded by   
19°33'. 0N.,   85°45'.0E.  
19°51'. 0N.,   86°19'.5E. 
19°31'. 0N.,   86°31'.0E. 
19°09'. 0N.,   85°55'.5E. 

2. Vessel towing 8x5000 metres long streamer cables.   
3. All vessels operating in the vicinity to maintain a clearance of 05 NM and exercise caution. 
4. Former INM 51 (T)/04 and 95 (T)/04 is cancelled. 
Charts affected: 31 – 352 – 353 

 

*240 (T) (11/04) INNER HARBOUR – Port Blair – Floating Dock.  

Source: HQ Andaman & Nicobar 
(HJ/1028/17) 
1. Floating Dock Navy-1 (PDN-1) has been temporarily removed from its position (11o 40’.42N., 92o 42’.82 E).  
2. The vessel is likely to return in Jan/Feb 2005 to the same position 
3. Mariners to exercise to caution. 
4. Former INM 448(T)/02 is cancelled. 
Charts affected: 4006 – 4012  
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SECTION – IV: MARINE INFORMATION 

 
Ship Reporting System (INDSAR) 

 
A ship reporting system INDSAR has been activated w.e.f 01 Feb 2003 in the Indian Search 

and Rescue Region (ISSR), for timely position reporting which is critical for quick response and 
ensuring safety of life at sea. Mariners in the ISR Region are requested to pass relevant rescue 
information to the Maritime Rescue Co-ordinatng Centre (MRCC) Mumbai on INMSAT code 43, 
or using any of tone following Contact details:- 
 
 MRCC Mumbai contact details 
 Tel  :  022-24376133 
 Fax  : 022-24333727 
 INMARSAT :  00583 441 907 210 
 E-mail  :  indsar@vsnl.net  
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SECTION – V: NAVIGATIONAL WARNINGS IN FORCE

 
1. For details of NAVAREA limits and organization/coordination, please refer to Notice No. 12 of the 
Special edition of Indian Notice to Mariners – 2004. 
 
2. NAVAREA Warnings in force :- The serial numbers of all the NAVAREAS warnings in force as on 
01 Jun 2004, covering the entire world are listed below against the respective NAVAREA  
 
NAVAREA 
No.

Location Last 
NAVAREA Sl. 
received 

 

I N.E. Atlantic 181 2001 series: 510 
2003 series: 080  177  261 370  417.   
2004 series: 131  139  173  175  176  178  179  
180  181. 
 

II E. Atlantic Nil 2002 series: 472  497   
2003 series: 028  071 

III Mediterranean 252 2004 series:170  182  192  195  196  202  207  216  
219  220  222  229  231  233  240  242  244  245  
246  247  250  251  252. 
 

IV N.W. Atlantic 142 2003 series: 108  387. 
2004 series: 57  79  111  128   130  134  139  140  
141  142. 
 

V W. Atlantic Nil 2001 series: 055 1368. 
2003 series: 1346. 

VI S.W. Atlantic Nil Nil. 

VII S.E. Atlantic 057 2004 Series:  043  048  053  054. 

VIII Indian Ocean 344 2004 series: 156  158  172   176  180  199  204   
205   207  208  212  213  219  234  243  246  249  
252  276  277  287  288  289  294  298  303  304  
307  308  310  312  313  314  324  325  327  328  
329  334  336  338  340  341  342  343.  
 

IX Persian Gulf, Red 
Sea, NW Arabian 
Sea 

056 2001 series : 312. 
2002 series : 325. 
2003 series : 023  042  064  065  089  100  115 
120  138  169  176  177  194  213  217  236  237 
239  246  250  254  265  273. 
2004 series : 011  012  024  025  026  028  032 
033  036  037  040  042  043  044  047  048  049 
050  051  052  053  054  055  056.  
 

X Australia, New 
Guinea 

Nil 2003 series: 045. 
2004 series: 001 

XI Malacca Strait, 
China Sea, N. 
Pacific 

0162 1996 series: 0925. 
1998 series: 0655   
1999 series: 0053  0153  0187  0310  0613  0746. 
2000 series: 0022  0054  0555  0677  0687. 
2001 series: 0182  0584  0637  0705  0775   0863. 
2002 series: 0128  0839. 
2003 series: 0106  0273  0284  0287  0291  0292  
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0301  0303  0304  0321  0566  0568   
2004 series: 0026  0037  0074  0083  0091 0121  
0137  0154  0178  0181  0189  0193  0194  0195  
0196  0197  0198  0200  0204  0211  0213. 

XII N.E. Pacific 150 2003 series: 262. 
2004 series: 70  124  125  146  147  148  149  150. 
 

XIII N.W. Pacific Nil Nil 

XIV S.W. Pacific 021 2003 series: 113. 
2004 series: 016  021 

XV S.E. Pacific Nil Nil 

XVI E. Pacific Nil 1998 series: 151  

Hydropacs Pacific, Indian 
Ocean 

770 2001 series: 1976. 
2002 series: 205  206  403  2330.  
2003 series: 167  207  495  496  506  638  760  
761  993   998  1041  1198  1330  1395  1699  
1700  1911  1982  2004  2265  2275. 
2004 series: 23  278  307  308  329  331  352  402  
403  426  453  455  460  464  465  527  530  534  
537  552  558  559  560  561  562  563  564  572  
573  583  587  592  593  600  604  610  614  617  
620  622  624  650  655  659  660  661  671  673  
675  677  679  680  682  691  693  694  697  700  
701  707  710  711  712  714  716  721  722  723  
724  726  727  728  729  730  732  733  736  738  
739  740  741  744  746  747  748  749  750  750  
752  753  754  756  757  758  759  761  762  763  
764  765  766  767  768  769  770.  
 

Hydrolants Atlantic, 
Mediterranean 

722 2001 series: 611  2700. 
2002 series: 245  246 . 
2003 series: 41  67  544  604  738  1117  1242  
1422  1472  1731  1944  1999  2175  2203  2297    
2374  2384  2406  2407  2408  2409  2410  2413  
2414  2416  2418  2419  2420.   
2004 series: 164  169  224  272  309  359  378  
409  449  467  473  478  480  505  516  519  524  
526  527  577  593  607  614  628  631  632  641  
643  649  650  654  655  666  668  672  673  685  
687  696  697  699  700  709  710  713  714  715  
716  717  718  719  720  721  722.     
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SECTION – VI: CORRECTIONS TO SAILING DIRECTION 
 

-NIL- 
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SECTION – VII: CORRECTIONS TO INDIAN LIST OF LIGHTS 
 

No. Name & Location Position 
(Lat-Long)

Charact- 
eristics

Ht. 
mts.

Range 
miles

Structure & Height 
(mts)

Remarks

D 6861 -Grand’ Anse 4 20.2 
55 43.1 

Fl W 3s 3 5 White square masonary 
tower  

fl 0.3 

 *       
D 6861.1 Remove from list       
        
D 6862 - Baie Sainte Anne. 

   pointe Cabris 
4 21.0 

55 46.3 
Fl W 10s 16 5 White masonary tower Vis 222°-055°(193°). 

TE-2004 
       * 
        
D 7260 -Ldg Lts 138°. front 11 17.1 

49 10.8 
QR --- 8 Red ∆, White bands, on 

white post with platform 
PA 

      *  
        
D 7260.1 --- Rear 

 
11 17.0 
49 10.9 

Iso R 4s --- 10 Red ∇, white bands, on 
white post with platform 

 

PA 

 *     *  
        
D 7263 - 10 25.2 

44 58.5 
Oc W 4s 22 7 White tower, black 

bands 
ec1. Light now R and 
character reported changed 
(T) 2004. 
harbour lights reported  
TE 1992 

       * 

 

F 0364 Mundra New Port 22 45.8 
69 42.4 

Fl W 3s 5 5 White Concrete Tower 
7 

fl 0.5 TE 2003 
 

       * 
        
F 0389 -Samiyani Island. N 22 29.5 

69 05.5 
Fl G 3s 12 

 
 

5 Masonry tower, black 
and white bands 

10 

fl 0.5 
 
 

    *  * * 
        
F 0430 -Simar 20 46.5 

71 09.0 
Fl W 10s 34 

 
 

7 Framework tower, red 
and white bands 

30 

fl 1 

    *  *  
        
F 0476 SURAT 

ANCHORAGE. 
Hazira Suvali                   
point 

21 05.5 
72 38.6 

Fl (3) W 
15s 

39 24 White round masonry 
tower 

25 

(fl 0.4, ec 2.1) x2, fl0.4, ec9.6. 
Racon 

       * 
        
F 0651 -Tippu Sultan Gudda 

(Aga Light) 
13 39.6 
74 39.5 

Fl (2) W 
10s 

18  8 6 side column on round 
hut 

9 

fl 0.5, ec 1, fl 0.5, ec 8.  Shown 
16.9-15/5. TE 2004 

       * 
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